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DORRK - ‘REPORT (RLCR), REVISION 1 - DWF-001-03

FREIBOTH, C. X ‘ . .

:.,B;: z 2 = Provided for your review and approval is the enclosed subject report for facilities 991, 985, 996, 997, 998,

~nowston._[ x| 1999, and the East and West 991 Tunnels. This report characterizes the physical, chemical and T

. F. : radiological hazards associated with these facilities, summarizes the characterization activities, defines

AR the Data Quality Objectives developed for this characterization, and presents the data quality assessment,
:verification and validation of results.

e uP4—— Due to additional investigation surveys and samples being collected in the 991 Cluster, the original 991

MYERS. K ICluster RLCR, Revision 0, has been revised to Revision 1. Based on the additional investigation surveys

NESTA, 5. x| x ‘the RFCA Typing classifications have been modified-for building 991. Based upon this RLCR and

NORTH.K ‘subject to concurrence by the CDPHE, Building 991 is considered to be RFCA Type 2 facility. Buildings

:::f;f ;N . 1985, 996, 997, 998, 999, and the East and West 991 Tunnels are considered to be RFCA Type 1 facilities,

WIEMELT, K. . pursuant to the RFETS Decommissioning Program Plan (DPP; K-H, 1999).

GUTHRIE, C. L.

m:j’i’ - — Pre-demolition surveys of the facility exterior surfaces meet the. PDSP radiological release criteria and no

PRIMROSE A | X addmonal exterior PDS surveys are required except if a contamination event were to occur during
'decommissioning activities. Additionally, a confirmation smear survey shall be performed of the exterior
'surfaces prior to demolition. Since the RLC of the interior facility surfaces was performed utilizing the

p——— RLCP an additional Type 1 PDS will be required of the interior facility surfaces of Buildings 985, 996,

ADMIN RECROOd X | X 997 998, 999, and the East and West 991 Tunnels prior to demolition utlhzmg the PDSP.
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